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● CONFIGURATIONS & DIMENSIONS 

● PART NUMBERING

● FEATURES ● APPLICATIONS

EH - □□□ □ □□  □ □□
(1)     (2)   (3)  (4)   (5)  (6)

• Small and low profile inductors.
• High current.
• Simple and original magnetic shield structure.

(1) Series

(2) Inductance

(3) Tolerance

(4) Dimension

(5) Material

(6) Internal Serial No.

• DC/DC converters
• Mobile phones
• HDDs 
• LCD displays
• DSCs.

SMD MAGNETIC EPOXY SHIELDED POWER INDUCTORS  
(EH-XXY SERIES)
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Unit : mm

• For packaging information, please refer to page P.111.

 SERIES A B C D E G H I

6.0±0.2

6.0±0.2

8.0±0.2

4.5 Max.

 1.2 Max.

 4.0 Max.

4.0±0.2

4.0±0.2

5.6±0.3

1.35±0.2

1.65±0.2

1.60±0.3

4.70 Ref.

4.70 Ref.

5.60 Ref.

5.70 Ref.

5.70 Ref.

7.70 Ref.

1.60 Ref.

1.60 Ref.

1.80 Ref.

EH-2JY

EH-2RY

EH-2KY

6.0±0.2

6.0±0.2

8.0±0.2

D

E

Marking

I

EH
04

NEWNEW
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● ELECTRICAL CHARACTERISTICS

 New Part No. Old Part No.
 L FREQ. DCR Isat Irms

   (μH) (KHz/0.1V)  (Ω, Max.) (A, Max.) (A, Max.)

SMD MAGNETIC EPOXY SHIELDED POWER INDUCTORS  
(EH-XXY SERIES)

• Tested at 25°C.

• Temperature rise: 40°C Typ. at Irms

• Inductance drop: 30% Typ. at Isat

• Operating temperature : –55°C to +125°C (Including self temp. rise)

• Storage temperature : –40°C to +105°C ,and RH 70% (Max.)

EH-25A□2RY□□

EH-40A□2RY□□

EH-53A□2RY□□

EH-68A□2RY□□

EH-100□2RY□□

EH-150□2RY□□

EH-220□2RY□□

EH-330□2RY□□

EH-470□2RY□□

EH-22A□2JY□□

EH-47A□2JY□□

EH-63A□2JY□□

EH-100□2JY□□

EH-150□2JY□□

EH-220□2JY□□

EH-330□2JY□□

EH-90B□2KY□□

EH-14A□2KY□□

EH-20A□2KY□□

EH-36A□2KY□□

EH-47A□2KY□□

EH-68A□2KY□□

EH-100□2KY□□

EH-150□2KY□□

EH-220□2KY□□

EH-330□2KY□□

EH-470□2KY□□

EH-680□2KY□□

EH-101□2KY□□

SDIG0612D-2R5□

SDIG0612D-4R0□

SDIG0612D-5R3□

SDIG0612D-6R8□

SDIG0612D-100□

SDIG0612D-150□

SDIG0612D-220□

SDIG0612D-330□

SDIG0612D-470□

SDIG0645D-2R2□

SDIG0645D-4R7□

SDIG0645D-6R3□

SDIG0645D-100□

SDIG0645D-150□

SDIG0645D-220□

SDIG0645D-330□

SDIG0840D-R90□

SDIG0840D-1R1□

SDIG0840D-2R0□

SDIG0840D-3R6□

SDIG0840D-4R7□

SDIG0840D-6R8□

SDIG0840D-100□

SDIG0840D-150□

SDIG0840D-220□

SDIG0840D-330□

SDIG0840D-470□

SDIG0840D-680□

SDIG0840D-101□

2.50 

4.00 

5.30 

6.80 

10.0 

15.0 

22.0 

33.0 

47.0 

2.20 

4.70 

6.30 

10.0 

15.0 

22.0 

33.0 

0.90 

1.40 

2.00 

3.60 

4.70 

6.80 

10.0 

15.0 

22.0 

33.0 

47.0 

68.0 

100.0 

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

0.090±20%

0.105±20%

0.110±20%

0.165±20%

0.235±20%

0.330±20%

0.530±20%

0.700±20%

1.050±20%

0.021 

0.031 

0.038 

0.047 

0.077 

0.115 

0.145 

0.006±30%

0.007±30%

0.009±30%

0.015±30%

0.018±30%

0.025±30%

0.034±30%

0.050±30%

0.066±30%

0.100±30%

0.150±30%

0.230±30%

0.290±30%

2.10 

1.80 

1.50 

1.30 

1.00 

0.80 

0.76 

0.59 

0.52 

6.00 

4.00 

3.80 

3.00 

2.30 

1.90 

1.50 

11.0

9.00 

7.40 

5.30 

4.70 

4.00 

3.40 

2.70 

2.20 

1.90 

1.50 

1.20 

1.00 

1.73 

1.57 

1.40 

1.18 

1.00 

0.79 

0.63 

0.53 

0.46 

3.50 

3.00 

2.80 

2.50 

1.90 

1.50 

1.40 

7.80 

7.00 

6.30 

4.90 

4.10 

3.70 

3.10 

2.40 

2.20 

1.70 

1.40 

1.10 

1.00 

EH
05
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SMD MAGNETIC EPOXY SHIELDED POWER INDUCTORS  
(EH-XXY SERIES)

● PACKAGING INFORMATION

C

Cover Tape  

Carrier

E

B

D
A

End
P:8 m/m 4.0 m/m

Start

Leader 
no component
280 m/m min.

Components
Trailer

no component
400 m/m min

User direction of feed

C

16 m/m

Unit : mm

 SERIES P W a b c d e n

16.0±0.2

16.0±0.2

16.0±0.2

178±2.0

178±2.0

178±2.0

21±0.8

21±0.8

21±0.8

13±0.8

13±0.8

13±0.8

20.5Typ

20.5Typ

20.5Typ

18.0Max

18.0Max

18.0Max

50.0Min

50.0Min

50.0Min

EH-2JY

EH-2RY

EH-2KY

8.0±0.1

8.0±0.1

8.0±0.1

EH
06


